8 7 6 5 v 4 3 2 1
GENERAL NOTES (UNLESS OTHERWISE SPECIFIED) A PROCESS CONNECT‘ON D‘M ”A" D‘M ¢”B” SENSOR WE‘GHT SH‘PP‘NG WE‘GHT
16 @3 1/2 15 LBS 23 LBS
/I PROCESS CONNECT ION: ANST 1504 1/2 [406] [89) [7 Kg] [11 Kg]
ASME/ANS| B16.5 WELD NECK RAISED FACE FLANGE.
FLANGE MEETS MULTIPLE MATERIAL GRADE SPECIFICATIONS. ANS | 300# 1,27 %34158 ¢?9§§4 Eg kB? %fWLESJ
MECHAN | CAL PROPERTIES: 316 STAINLESS STEEL g g
CHEMI CAL PROPERTIES:  316L STAINLESS STEEL el 5008 1o 16 7,8 53 3,4 17 LBS 55 LBS
# 1/ [429] [95] (8 Kg] (11 Kg]
2. MATERIALS OF SENSOR CONSTRUCT ION:
WETTED MATERIALS: STAINLESS STEEL 316L ,/ CF-3M
SENSOR CASE MATERIAL: STAINLESS STEEL 304
WIRING JUNCTION BOX:  STAINLESS STEEL CF-3M
3\ THE ARROW INDICATES NORMAL FLOW DIRECTION.
THE SENSOR CAN BE INSTALLED IN NORMAL (FORWARD) FLOW,
REVERSE FLOW, OR BI-DIRECTIONAL FLOW DIRECTION.
DESIRED FLOW DIRECTION SHOULD BE SET IN TRANSMITTER CONF | GURAT ION.
4. DIMENSIONS ARE IN INCHES [MM]. METRIC UNITS ARE FOR REFERENCE;
DO NOT CONVERT.
16; HOUSING ALLOWS FOR 360° ROTATION FOR ORIENTATION OF
WIRING ENTRANCE .
DIM "A* +1,/8"
2X 1/2"-14 NPT 4 3,8
FEMALE PURGE N 4¢wa1 .
CONNECT ION W1 TH
MALE HEX PLUG
INSTALLED
(OPT I1ONAL ) _—1/27-14 NPT
o x 1.5 LD
| [112] |
- 2
2X 1 3/4 |
[44] .
B I B NORMAC FLOW B ] B D ‘ M ¢ B
5/8
[15] = |
5 1/8 ( )
[130]) 1 )
7 1/2 2 13/16 MICRO MOTION, INC.
(197] (72] BOULDER, COLORADO
9 3/4
/ DIM DWG,
[247] & T et F025 ANSI CORE
NAME DATE
oran L LR| 8/19/03 [ SIZE [OWG. NO. REV.
COPYRIGHT 2003 MICRO MOTION, INC. CHKD. JLA 8/25/03 D Ep72OOOW 420 A
ALL RIGHTS RESERVED . [JLA| 8/25/03 [scate 1 -2 |DO NOT SCALE DRAW\NGlSHEET 1 OF 1
8 7 6 5 A 4 3 2 1




8 7 6 v 4 | 3 2
CENERAL NOTES (UNLESS OTHERWISE SPECIFIED) ka PROCESS CONNECTION DIM “A” |DIM @“B*| SENSOR WEIGHT SHIPPING WE IGHT
/N PROCESS CONNECTION: ANS | 1504 3 36 13/16 | @7 1/2 160 LBS 191 LBS
ASME/ANS| B16.5 WELD NECK RAISED FACE FLANGE. i [935] [191] [73 Kg] [87 Kg]
FLANGE MEETS MULTIPLE MATERIAL GRADE SPECIFICATIONS. , 37 9/16 #8 1/4 168 LBS 199 LBS
MECHAN I CAL PROPERTIES: 316 STAINLESS STEEL Zﬁg ANS| 3004 3 (954 ] (2101 (76 Kg] (97 Kg]
CHEMI CAL PROPERTIES: 316L STAINLESS STEEL
Zﬁk ANS| 6004 3 38 5/16 @8 1/4 175 LBS 206 LBS
2. MATERIALS OF SENSOR CONSTRUCTION: [974] [210] [80 Kg] [94 Kg]
WETTED MATERITALS: STAINLESS STEEL 316L ~/ CF-3M , 37 3/16 39 165 LBS 197 LBS
SENSOR CASE MATERIAL: STAINLESS STEEL 304 gﬁg ANSI 1504 4 (945 ] [229] [75 Kg] (89 Kg]
WIRING JUNCTION BOX: STAINLESS STEEL CF-3M
Zﬁk ANS| 3004 4 38 1,8 @10 185 LBS 216 LBS
[ﬁg THE ARROW INDICATES NORMAL FLOW DIRECTION. [969] [254] [84 Kg] [98 Kg]
THE SENSOR CAN BE INSTALLED IN NORMAL (FORWARD) FLOW, , 39 13/16 | ¢10 3/4 213 LBS 244 | BS
REVERSE FLOW, OR BI-DIRECTIONAL FLOW DIRECTION. Zﬁg ANSI 6004 4 [1012] (273 (97 Kg] (111 Kg]
DESIRED FLOW DIRECTION SHOULD BE SET IN TRANSMITTER CONF | GURAT ION.
4. DIMENSIONS ARE IN INCHES [MM]. METRIC UNITS ARE FOR REFERENCE;
DO NOT CONVERT.
gﬁg HOUSING ALLOWS FOR 360° ROTATION FOR ORIENTATION OF WIRING ENTRANCE.
Zﬁg THIS FLANGE SIZE HAS 8 BOLT HOLES, NOT 4 AS SHOWN.
2X 1/2"=14 NPT 51
FEMALE PURGE
CONNECTION WITH [533]
MALE HEX PLUG 2 5/8 P4 38
INSTALLED 671 [111]
(OPT IONAL) sz
22X 4 172 /f—kﬁg"fW4 NPT
[114] 3 F@ ?wéi? M20 X 1
I = | =+ F 5 9/16
31,2 NORMAL FLOW [141] Q Q
| I
— 4 | I — — — — — — —_ | +
Bl I .
7 1/4 — -‘\\\
[185] - I o g
MICRO MOTION, INC.
27 3/4 5 7/8 BOULDER, COLORADO
[704] - .
[150] DIM DWG, F300
DIM "A"+1/8 @ mamMaE | ANS| CORE
+ NAME DATE
[£35] oren|LLR| 2/20/04 [TSIZE [OWG. NO. REV.
COPYRIGHT 2004 MICRO MOTION, INC. CHKD. JLA 4/22/04 D Ep72OOOQOW 8 A
ALL RIGHTS RESERVED . [JLA| 4/22/04 [scate 3-8 |DO NOT SCALE DRAW\NGlSHEET 1 OF 1
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8 7 6 v 4 3 2 1
GENERAL NOTES (UNLESS OTHERWISE SPECIFIED)
A /A\ PROCESS CONNECTION | DIM “A" |DIM @“B”| SENSOR WEIGHT | SHIPPING WEIGHT
PROCESS CONNECT ION:
ASME/ANS| B16.5 WELD NECK RAISED FACE FLANGE. ANS| 1504 1 1/2° 24 3/4 P> oL S8 LBS
FLANGE MEETS MULTIPLE MATERIAL GRADE SPECIFICATIONS. [629] [127] [ 9] [27 Kg]
MECHAN I CAL PROPERTIES: 316 STAINLESS STEEL ANS| 3004 1 1,9 25 1,4 36 1/8 53 LBS 64 LBS
CHEMICAL PROPERTIES: 316L STAINLESS STEEL # / [(642] [155] [24 Kg) [29 Kg]
. ) 6 1/8 56 LBS 67 LBS
2. MATERIALS OF SENSOR CONSTRUCTION: ANS| 600# 1 1,2 25 S/4 ?
WETTED MATERIALS: STAINLESS STEEL 316L / CF-3M [654] [155] [25 Kg] [30 Kg]
SENSOR CASE MATERIAL: STAINLESS STEEL 304 ANS| 1504 2 ° 24 7,8 ?6 51 LBS 62 LBS
WIRING JUNCTION BOX:  STAINLESS STEEL CF-3M # [632] [152] [23 Kg) [28 Kg]
6 1/2 55 LBS 66 LBS
/3 THE ARROW INDICATES NORMAL FLOW DIRECTION. ANS| 300# 2 25 3/8 | @
THE SENSOR CAN BE INSTALLED IN NORMAL (FORWARD) FLOW, [645] [165] [25 Kg] [30 Kg]
REVERSE FLOW OR BI-DIRECTIONAL FLOW DIRECTION. ANS| 6004 2+ 26 1/8 36 1/2 58 LBS 69 LBS
DESIRED FLOW DIRECTION SHOULD BE SET IN TRANSMITTER CONF IGURATION. i (664 ] [165] [27 Kg] (32 Kg]
4. DIMENSIONS ARE IN INCHES [MM]. METRIC
UNITS ARE FOR REFERENCE; DO NOT CONVERT.
/2 HOUSING ALLOWS FOR 360° ROTATION FOR
ORIENTATION OF WIRING ENTRANCE.
DIM "A* +1/8"
[£3]
2X 1/2"-14 NPT _, #4 3/8
FEMALE PURGE \\\\ 2 5/8 [111)
CONNECT ION W1 TH [67]
MALE HEX PLUG
INSTALLED A\
OPT IONAL ‘_
( ) w ///f—éé2 14 NPT
* é% 5 916 [ M20 X 1.5
2X 2 7/8 | ! 1 [ [141] 3 7/8
(73] \ NWWLHWE;/ \ j (98]
E:}ﬂ{ - - - - +— DIM g*B* !
1 3/4 = -
[44] < )
12 9/16
[319] ( >
\\J
MICRO MOTION, INC.
14 ) BOULDER, COLORADO
[356] DIM DWG, F200
5 5/8 | @ R |ANST CORE
17 7/8 [(144] NAVE DATE
[454] orRAN |SAD| 95703 [ SIZE OWG. NO. REV.
COPYRIGHT 2003 MICRO MOTION, INC. CHKD'JLA 9/5/03 D Ep72OOOW 520 A
ALL RIGHTS RESERVED ww. [JLAl 9/5/03 [scae 2 -5 |DO NOT SCALE DRAW\NGlSHEET 1 OF 1
8 7 6 A 4 3 2 1




7 6 5 v 4 | 3 2 1
GENERAL NOTES (UNLESS OTHERWISE SPECIFIED) A PROCESS CONNECTION DIM "A" DIM @ "B*| SENSOR WEIGHT | SHIPPING WEIGHT
ANS| 1504 1+ 22 11/16 | @4 1/4 25 LBS 35 LBS
Zﬁg PROCESS CONNECT ION: [576] [108] [12 Kg] [16 Kg]
ASME/ANS| B16.5 WELD NECK RAISED FACE FLANGE.
FLANGE MEETS MULTIPLE MATERIAL GRADE SPECIFICATIONS. ANS| 300# 1° 25 3/16 ¢4 7/8 28 LBS 37 LBS
MECHAN I CAL PROPERTIES: 316 STAINLESS STEEL [588] [124] [13 Kg] [17 Kg]
CHEMICAL PROPERTIES: 316L STAINLESS STEEL
ANS| 600# 1 25{8&(?6 %ﬁé@?ﬂ ﬁéﬁﬁ?% E§7h?%
MATERIALS OF SENSOR CONSTRUCTION: 9 9
WETTED MATERIALS: STAINLESS STEEL 316L / CF-3M ANS| 1504 2 23 1,16 ?6 33 | BS 43 |BS
SENSOR CASE MATERIAL: STAINLESS STEEL 304 [585] [152] [15 Kg] [20 Kg]
WIRING JUNCTION BOX: STAINLESS STEEL CF-3M
THE ARROW INDICATES NORMAL FLOW DIRECTION.
THE SENSOR CAN BE INSTALLED IN NORMAL (FORWARD) FLOW,
REVERSE FLOW, OR BI-DIRECTIONAL FLOW DIRECTION.
DESIRED FLOW DIRECTION SHOULD BE SET IN TRANSMITTER CONF |GURATION.
DIMENSIONS ARE IN INCHES [MM]. METRIC UNITS ARE FOR REFERENCE ;
DO NOT CONVERT .
HOUSING ALLOWS FOR 360° ROTATION FOR
ORIENTATION OF WIRING ENTRANCE .
DIM "A" £1,/8"
[£3]
2X 1/2"-14 NPT P4 3/8
FEMALE PURGE N 2 5/8 (1111
CONNECTION WITH [67]
MALE HEX PLUG
INSTALLED Lb ] gfg
(OPT IONAL) ‘ L —1/2"-14 NPT
4 11/16 OR
119 T M20 X 1.5
* //q/“g R L-V2T:
2X 2 i | \ [75]
[50] \ \ ;
I NORMAL FLOW | - i DIM ¢"B
7/8 [ijf
[22] 1
9 1,8 (j j>
[232]
w
MICRO MOTION, INC.
12 BOULDER, COLORADO
[305] L1 DIM DWG
14 7/8 [104] & momE | E100 ANS| CORE
[378J NAME DATE
oraN L LR 8/25/03 [ SIZE JOWG. NO. REV.
COPYRIGHT 2003 MICRO MOTION, INC. CHKD. ‘JLA 8/28/03 D Ep72OOOW 474 A
ALL RIGHTS RESERVED . [JLA| 8/28/03 [scate 1 -2 |DO NOT SCALE DRAW\NGlSHEET 1 0F 1
8 7 6 5 A 4 3 2 1




8 7 6 5 v 4 | 3 2 1
CENERAL NOTES (UNUESS OTHERWISE SPECITIED) Zﬁk PROCESS CONNECT ION DIM “A” |DIM @“B"| SENSOR WE IGHT SHIPPING WE IGHT
Zﬁl PROCESS CONNECT ION ANS | 1504 1,2 18 1,8 | ¢3 1,2 16 LBS 24 LBS
ASME/ANS| B16.5 WELD NECK RAISED FACE FLANGE. [460] [89] [8 Kg] [11 Kg)
FLANGE MEETS MULTIPLE MATERIAL GRADE SPECIFICATIONS.
MECHAN | CAL PROPERTIES: 316 STAINLESS STEEL ANS| 3004 1,2 et ¢?9§§4 b 5 e
CHEMI CAL PROPERTIES: 316L STAINLESS STEEL 9 9
, 19 B3 3/4 18 LBS 26 LBS
2. MATERIALS OF SENSOR CONSTRUCTION: ANST 6004 1/2 [482] [95] (8 Kg] (12 Kg]
WETTED MATERIALS: STAINLESS STEEL 316L / CF-3M
SENSOR CASE MATERIAL: STAINLESS STEEL 304
WIRING JUNCTION BOX:  STAINLESS STEEL CF-3M
Zﬁk THE ARROW INDICATES NORMAL FLOW DIRECTION .
THE SENSOR CAN BE INSTALLED I[N NORMAL (FORWARD) FLOW,
REVERSE FLOW OR BI-DIRECTIONAL FLOW DIRECTION.
DESIRED FLOW DIRECTION SHOULD BE SET IN TRANSMITTER CONF | GURAT ION.
4. DIMENSIONS ARE IN INCHES [MM]. METRIC UNITS ARE FOR REFERENCE:
DO NOT CONVERT .
Zﬁk HOUSING ALLOWS FOR 360° ROTATION FOR ORIENTATION OF
WIRING ENTRANCE .
DIM "A" +1/8"
2X 1/2"-14 NPT [+3]
FEMALE PURGE  \{ B4 3,8
CONNECTION WITH 2 5/8 =111
MALE HEX PLUG [67]
INSTALLED
(OPT IONAL )
f . —1/2"-14 NPT
2X 1 3/4 3 4H12£6 L B e W0 X 1.5 Zﬁl
[44] Ei% - 2 11/16
+ | [69] 5 6
— | EEHT% — — . B | D ‘ M ¢ IIB " *
5,8 J l§i> e
[15] - -
|
6 3/4
[171]
-
9 2 15/16 MICRO MOTION, INC.
R (741 BOULDER, COLORADO
[229]
11 7/8 DIM DWG,
[301] & moME | F050 ANS| CORE
NAME DATE
oraN|LLR| 8/5/03 [ SIZE JOWG. NO. REV.
COPYRIGHT 2003 MICRO MOTION, INC. CHKD. JLA 8/25/03 D Ep72ooow 540 A
ALL RIGHTS RESERVED . [JLA| 8/25/03 [scate 1 -2 |DO NOT SCALE DRAW\NGlSHEET 1 OF 1
8 % 6 5 4 3 2 1




8 7 6 5 v 4 3 2 1
GENERAL NOTES (UNLESS OTHERWISE SPECIFIED) A PROCESS CONNECTION DIM "A" DIM @"B" | SENSOR WEIGHT | SHIPPING WEIGHT
Zﬁg JIS FLANGE PER B2238 WELDING NECK FLANGE JIS 10K/20K 15MM W%ng}6 ¢?9§§4 }? kB? %fWLESJ

FLANGE MEETS MULTIPLE MATERIAL GRADE SPECIFICATIONS. 9 9
MECHAN I CAL PROPERTIES: 316 STAINLESS STEEL 16 1/2 G4 1/2 19 LBS 27 LBS
CHEMI CAL PROPERTIES: 316L STAINLESS STEEL JIS 40K 15MM [420] [115] [9 Kg] [12 Kg]
2. MATERIALS OF SENSOR CONSTRUCTION:
WETTED MATERIALS: STAINLESS STEEL 316L / CF-3M
SENSOR CASE MATERIAL: STAINLESS STEEL 304
WIRING JUNCTION BOX: STAINLESS STEEL CF-3M
163 THE ARROW INDICATES NORMAL FLOW DIRECTION.
THE SENSOR CAN BE INSTALLED IN NORMAL (FORWARD) FLOW,
REVERSE FLOW, OR BI-DIRECTIONAL FLOW DIRECTION.
DESIRED FLOW DIRECTION SHOULD BE SET IN TRANSMITTER CONF | GURAT ION.
4. DIMENSIONS ARE IN INCHES [MM]. METRIC UNITS ARE FOR REFERENCE:
DO NOT CONVERT.
1ﬁg HOUSING ALLOWS FOR 360° ROTATION FOR ORIENTATION OF
WIRING ENTRANCE .
DIM “A* +1,/8"
+3
2X 1/2"-14 NPT [£3] _ 94 3/8 _
FEMALE PURGE 4\\\ 2 5/8 [111]
CONNECTION WITH r““*” (671
MALE HEX PLUG
INSTALLED k& ]
(OPT IONAL) ; f —1/2"=14 NPT
4 7/16 ! OR i}
112 M20 X 1.5
* [ ]
— | r 11/16
I
11 -  NORMAL ?Low[:é - ) DIM "B I
5/8
[15] L i
5 1,8 C )
[130] g
72 | 2 13/16
[191] (721 MICRO MOTION, INC.
9 /4 BOULDER, COLORADO
(247 ]
DIM DWG,
& T et F025 JIS CORE
NAME DATE
oraN (L LR| 8/19,/03 [ SIZE JOWG. NO. REV.
COPYRIGHT 2003 MICRO MOTION, INC. CHKD. JLA 8/25/03 D Ep72ooow 422 A
ALL RIGHTS RESERVED . [JLA| 8/25/03 [scALe 1 -2 |DO NOT SCALE DRAW\NGlSHEET 1 OF 1
8 7 6 5 A 4 3 2 1




8 7 6 5 v 4 3 2 1
CENERAL NOTES (UNLESS OTHERWISE SPECIFIED) Zﬁl PROCESS CONNECTION DIM “A" |DIM @“B*| SENSOR WEIGHT SHIPPING WE IGHT
Zﬁl J1S FLANGE PER B2238 WELDING NECK FLANGE J1S 10K/20K 15MM 17 9,16 | @3 3/4 17 LBS 25 LBS
FLANGE MEETS MULTIPLE MATERIAL GRADE SPECIFICATIONS. [446] [95] [8 Kg] [12 Kg]
MECHAN I CAL PROPERTIES: 316 STAINLESS STEEL
_ 18 5/8 G4 1,2 20 LBS 28 LBS
CHEMICAL PROPERTIES: 316L STAINLESS STEEL JIS 40K 15MM (473 (115] (9 Kq) (13 KoJ
2. MATERIALS OF SENSOR CONSTRUCTION:
WETTED MATERIALS: STAINLESS STEEL 316L / CF-3M
SENSOR CASE MATERIAL: STAINLESS STEEL 304
WIRING JUNCTION BOX: STAINLESS STEEL CF-3M
Zﬁl THE ARROW INDICATES NORMAL FLOW DIRECTION,
THE SENSOR CAN BE INSTALLED IN NORMAL (FORWARD) FLOW,
REVERSE FLOW OR BI-DIRECTIONAL FLOW DIRECTION.
DESIRED FLOW DIRECTION SHOULD BE SET IN TRANSMITTER CONF | GURAT ION.
4. DIMENSIONS ARE IN INCHES [MM]. METRIC UNITS ARE FOR REFERENCE;
DO NOT CONVERT.
Zﬁk HOUSING ALLOWS FOR 360° ROTATION FOR ORIENTATION OF
WIRING ENTRANCE.
DIM “A" +1,/8"
2X 1/2"=14 NPT [+3]
FEMALE PURGE  \| B4 3/8
CONNECTION WITH 2 5/8 1117
MALE HEX PLUG [67]
INSTALLED
(OPTIONAL) T
L —1/2"-14 NPT
2X 1 3/4 AL B & 850 X 1.5 ZC&
[44] [112] _
— Ei% r 2 11/16
f i | [69] SRS
- I B NORMAL FLOW a ] — DIM ¢"B” } 7@7
5/8 @) @)
[15] L] L
6 3/4
[171]
|
9 MICRO MOTION, INC.
[229] 2 15716 BOULDER, COLORADO
1 7,8 [74]
DIM DWG,
[301] @ moses | F050 J1S CORE
NAME DATE
oraN|LLR| 8/5/03 [ SIZE JOWG. NO. REV.
COPYRIGHT 2003 MICRO MOTION, INC. CHKD. ‘JLA 8/25/03 D Ep72OOOW 542 A
ALL RIGHTS RESERVED . [JLA| 8/25/03 [scate 1 -2 |DO NOT SCALE DRAW\NGlSHEET 1 OF 1
8 7 6 5 A 4 3 2 1




8 7 6 5 v 4 3 2 1
GENERAL NOTES (UNLESS OTHERWISE SPECIFIED) PROCESS CONNECT‘ON D‘M "A " D‘M ¢IIB " SENSOR WE‘GHT SH‘PP‘NG WE‘GHT
21 11/16 | ¢4 15/16 26 LBS 36 LBS
JIS 10K/20K 25MM
/I JI'S FLANGE PER B2238 WELDING NECK FLANGE [550] [125] [12 Kg] [17 Kg]
FLANGE MEETS MULTIPLE MATERIAL GRADE SPECIFICATIONS.
MECHAN | CAL PROPERTIES: 316 STAINLESS STEEL JIS 40K 25MM 22 15716 | 95 178 14 o) s o)
CHEMICAL PROPERTIES: 316L STAINLESS STEEL
2. MATERIALS OF SENSOR CONSTRUCT ION:
WETTED MATERIALS: STAINLESS STEEL 316L / CF-3M
SENSOR CASE MATERIAL: STAINLESS STEEL 304
WIRING JUNCTION BOX:  STAINLESS STEEL CF-3M
163 THE ARROW INDICATES NORMAL FLOW DIRECTION.
THE SENSOR CAN BE INSTALLED IN NORMAL (FORWARD) FLOW,
REVERSE FLOW, OR BI-DIRECTIONAL FLOW DIRECTION.
DESIRED FLOW DIRECTION SHOULD BE SET IN TRANSMITTER CONF | GURAT ION.
4. DIMENSIONS ARE IN INCHES [MM]. METRIC UNITS ARE FOR REFERENCE;
DO NOT CONVERT.
163 HOUS ING ALLOWS FOR 360° ROTATION FOR
ORIENTATION OF WIRING ENTRANCE .
DIM "A" +1,/8"
[+3]
2X 1/2%-14 NPT —~ 2 5,8 P4 38
FEMALE PURGE (67] [T
CONNECT ION WITH
MALE HEX PLUG
INSTALLED [ 1’ ]
(OPTI1ONAL ) ‘ L—1/2"-14 NPT
i OR
- . 4 11/16 M20 X 1.5
* | [119] 2 15/16
2X 2 i | | [75]
[50] | ‘
- T T T NORMAL FLOW| - ] — DIM g8 } w
7,8 ﬁ\; O~—0
[22] | | 1
9 1/8 <7 A)
[232]
\\\\#////
19 MICRO MOTION, INC.
(305] 418 | BOULDER, COLORADO
14 7,8 [104] DIM DWG,
[378] @ THIRD MOLE F100 JIS CORE
NAME DATE
oran L LR| 8/25/03 [ SIZE [OWG. NO. REV.
COPYRIGHT 2003 MICRO MOTION, INC. CHKD. JLA 8/28/03 D Ep72OOOW 476 A
ALL RIGHTS RESERVED . [JLA| 8/28/03 [scate 1 -2 |DO NOT SCALE DRAW\NGlSHEET 1 OF 1
8 7 6 5 A 4 3 2 1




8 7 6 5 v 4 3 2 1

GENERAL NOTES (UNLESS OTHERWISE SPECIFIED)

PROCESS CONNECTION | DIM “A”|DIM @“B*| SENSOR WE IGHT SHIPPING WEIGHT
/N JIS FLANGE PER B2238 WELDING NECK FLANGE 23 7/16 5 1,0 47 LBS 58 LBS
FLANGE MEETS MULTIPLE MATERIAL GRADE SPECIFICATIONS. JIS 10K 40MM [595] %w463 (22 Kg] (27 Kg]
MECHAN | CAL PROPERTIES: 316 STAINLESS STEEL
CHEMICAL PROPERTIES: 316L STAINLESS STEEL J1S 10K 50MM 25 7/16 | @6 1/8 49 LBS 60 LBS
[595] [155] [22 Kg] [27 Kq]

2. MATERIALS OF SENSOR CONSTRUCTION: 23 7,16 47 LBS 58 LBS
WETTED MATERIALS: STAINLESS STEEL 316L / CF-3M JIS 20K 40MM [595] ??4é§2 [22 Kg] (27 Kg]
SENSOR CASE MATERIAL: STAINLESS STEEL 304
WIRING JUNCTION BOX:  STAINLESS STEEL CF-3M J1S 20K 50MM 25 5/8 | @6 1/8 50 LBS 61 LBS

A [600] [155] [23 Kg] [28 Kg]
THE ARROW INDICATES NORMAL FLOW DIRECTION. 25 7,16 6 1,2 57 LBS 68 LBS
THE SENSOR CAN BE INSTALLED IN NORMAL (FORWARD) FLOW, JIS 40K 50MM [646] ?W65J (26 Kg) (31 Kg)
REVERSE FLOW OR BI-DIRECTIONAL FLOW DIRECTION.
DESIRED FLOW DIRECTION SHOULD BE SET IN TRANSMITTER CONF IGURATION.

4. DIMENSIONS ARE IN INCHES [MM]. METRIC
UNITS ARE FOR REFERENCE; DO NOT CONVERT.

/A\ HOUSING ALLOWS FOR 360° ROTATION FOR
ORIENTATION OF WIRING ENTRANCE .

2X 1/2"-14 NPT

FEMALE PURGE

CONNECTION W1 TH o )

MALE HEX PLUG DIM "A" +1/8

INSTALLED [+3]
OPT I ONAL
( ) B4 3/8
2 5/8 oy [T
(67] £\
L—1/2"-14 NPT
.5
i _ B 5 9/16
2X 2 7/8 ! ! [141]
[73] ‘ NORMAL FLOW: ; ‘
- in - - - - «{]H: -— DIM ¢"B"
JL\
1 3/4 |
[44] - -
12 9/16
[319] < )
MICRO MOTION, INC.
14 &g/  BOULDER, COLORADO
[356] 0 28] DIM DWG, F200
[144] _@_ momee [J1S CORE
W 7 7/8 PROJECTION
[454] NAME DATE
orRAN |SAD| 95,703 [ SIZE OWG. NO. REV.
COPYRIGHT 2003 MICRO MOTION, INC. cHkD. |J L A 9/5/03 D Ep72OOOW 522 A
ALL RIGHTS RESERVED ww. [JLAl 9/5/03 [scae 2 -5 |DO NOT SCALE DRAW\NGlSHEET 1 OF 1
8 7 6 5 A 4 3 2 1




8 7 6 5 v 4 3 2 1

GENERAL NOTES (UNLESS OTHERWISE SPECIFIED)
/A PROCESS CONNECTION | DIM “A"|DIM @*B"| SENSOR WEIGHT | SHIPPING WEIGHT
/N JIS FLANGE PER B2238 WELDING NECK FLANGE 36 1/2 | 7 5/16 154 LBS 185 LBS
FLANGE MEETS MULTIPLE MATERIAL GRADE SPECIFICATIONS. JIS 10K 80MM [927] [186] [70 Kg] [84 Kg]
MECHANICAL PROPERTIES: 316 STAINLESS STEEL
CHEMICAL PROPERTIES: 316L STAINLESS STEEL J1S 10K 100MM 56[;£556 ¢§N1§ﬁ E%g kg? Egg kg?

2. MATERIALS OF SENSOR CONSTRUCT ION: 36 1,2 | @7 7/8 158 LBS 190 LBS
WETTED MATERIALS: STAINLESS STEEL 316L / CF-3M JIS 20K 80MM [927] [200] [72 Kg] [86 Kg]
SENSOR CASE MATERIAL: STAINLESS STEEL 304
WIRING JUNCTION BOX:  STAINLESS STEEL CF-3M J1S 20K 100MM ?“1§§5?6 ﬁ%égﬁf Egg kg? Egg kg?

Zﬁg THE ARROW INDICATES NORMAL FLOW DIRECT ION.
THE SENSOR CAN BE INSTALLED IN NORMAL (FORWARD) FLQOW,
REVERSE FLOW OR BI-DIRECTIONAL FLOW DIRECTION.
DESIRED FLOW DIRECTION SHOULD BE SET IN TRANSMITTER CONF IGURAT ION.

4. DIMENSIONS ARE IN INCHES [MM]. METRIC UNITS ARE FOR REFERENCE;
DO NOT CONVERT.

Zﬁl HOUSING ALLOWS FOR 360° ROTATION FOR ORIENTATION OF WIRING ENTRANCE.

2X 1/2"=14 NPT

FEMALE PURGE 21

CONNECT ION W1 TH (533

MALE HEX PLUG e

INSTALLED

(OPT IONAL ) 2 9/8 [111]

[67]
_ex a1z | _1,2v-14 NPT
[114] | A OR
7174 M20 X 1.5
— - F;FW - B [184]

A B NORMAL FLOW B 0 9716
01 [141]
[89] /\
7 1,4 | | i I~ L a \\\\\__/////
[185] [ o 65+

N
27 3,4
(704 ] 5 7,8 MICRO MOTION, INC.
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